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(57) Abstract 

This invention is a modular blood filter device (10) and 
delivery system, comprising an arterial cannula (20) with a modular 
filter device (10). The arterial cannula (20) inchides a distal end 
(24) adapted to enter an artery, and a side port (32) for leceiving 
a modular filter cartridge (42). The modular filter cartridge (42) 
includes a tubular cartridge (42), and a shall (62) having a handle 
(68) on one end and an expandable filter device (60) on the other 
end. The expandable filter device (60) includes filter mesh (80) 
and an expansion frame (72) capable of assuming enlarged and 
contracted conditions. The shaft (62) is inserted into the cartridge, 
thereby containing the expandable filter device (60) therein. The 
cartridge (42) may be then removably received by the side port 
(32) on the cannula. The cannula (20) may be introduced into a 
blood vessel, and the expandable filter device (60) may be deployed 
through the cannula (20) into the vessel. The expansion frame 02) 
may be expanded to the enlarged condition to capture embolic 
material in the mesh (80), may be collapsed to the contracted 
condition, and may be removed from the vessel. The modular 
filler cartridge (42) may be removed from the cannula (20), and a 
new modular filter cartridge (42) may then be received therein. 
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1 

DESCRIPTION 

MODULAR HLTER WITH DELIVERY SYSTEM 

5 The present invention relates generally to blood filter devices for temporary 

placement in a blood vessel to capture embolic material, and more particularly to a 
cannula with a modular filter device for placement in a blood vessel to carry blood 
to the vessel and to entrap embolic material in the vessel, for example when 
delivering blood to the aorta from a bypass-oxygenator system during cardiac 
1 0 surgery. The present invention also relates to methods for protecting a patient 
from embolization which may be caused by procedures, such as incising, clamping 
and unclamping, which may dislodge atheromatous material from an artery. 

BACKGROUND OF THE INVENTION 

1 5 During cardiac surgery, it is often necessary to introduce a cannula into an 

artery or other blood vessel. For example, an arterial cannula is typically 
introduced into the aorta to deliver blood from a bypass-oxygenator system. Such 
a cannula generally includes a proximal end for receiving blood from a bypass- 
oxygenator machine, a distal end for entry into an artery, and a lumen extending 

20 between the proximal and distal ends. 

One concern with such procedures is that calcified plaque or other embolic 
material may be dislodged, particularly when clamping or unclamping arteries 
such as the aorta. See Barbut et al., "Cerebral Emboli Detected During Bypass 
Surgery Are Associated With Clamp Removal,** Stroke, 25(12):2398-2402 (1994), 

25 which is incorporated herein by reference in its entirety. Such embolic material 
may travel downstream, possibly becoming lodged in another portion of the blood 
vessel or possibly reaching a vital organ, such as the brain, where the material can 
cause substantial injury to the patient. 

For this reason, some arterial cannulas may include a blood filter device 

30 attached directly to them. For example, an expandable filter device may be 
mounted on the distal end of a cannula, allowing the filter to capture any loose 
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embolic material once the cannula is introduced into the vessel. Generally, such 
devices include an expandable frame, such as an inflation seal or an umbrella 
frame, and a filter mesh atuchcd to the frame, the mesh being adapted to capnire 
embolic material of a predetermined minimum size. The frame may be attached 
5 externally to the distal end. or alternatively, it may be retractably deployed from a 

lumen within the cannula. 

The use of a cannula with such a filter device, however, may not be as 
effective as desired. For example, because Uie filter is generally attached to the 
distal end of the camnila. flie filter may be exposed within the vessel for the entire 

10 duration ofthe procedure, sometimes several hours. Because of tiie length of time 
of most cardiac procedures, tiie filter mesh may eventually become clogged due to 
tiffombus formation or buildup of embolic material, preventing die device from 
effectively capmring additional material and/or possibly impairing blood flow 
through die filter. If tiie filter is retractable, it may be closed witiiin ti» vessel 

15 when it becomes clogged, but tiiis prevents captore of embolic material fliroughout 
the remainder of die procedure. 

Accordingly, there is a need for a filter device for use widi an arterial 
cannula tiiat minimizes the exposure of die filter wifliina blood vessel, diereby 
reducing the risk of clogging die filter mesh. 

20 

flTTMMARY OF THF. TNVENTION 
The present invention is directed to a modular blood filter device and a 
delivery system for intermittently introducing the filter device into a blood vessel 
during an extended surgical procedure, and to mediods for using such a device. 
25 The present mvention is also directed to an arterial cannula widi modular filter 
device for temporary placement in a blood vessel to carry blood to the vessel and 
to entrap embolic material in tiie vessel, for example when delivering blood to die 
aorta from a bypass-oxygenator system during cardiac surgery. 

GeneraUy, an embodiment of an arterial cannula wifli modular filter device 
30 in accordance wifli die present invention comprises a cannula widi a side port and 
a modular filter cartridge, die latter including an expandable filter device and a 
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tubular cartridge. The cannula is an elongate tubular member, having a distal end 
adapted to enter an arteiy. a proximal end adapted to receive blood from a bypass- 
oxygenator machine, and a himen which extends from the proximal end to the 
distal end. The cannula also includes a side port for receivmg the modular filter 
cartridge. The side port may be attached to or mtegrally formed on the outer 
surface of the cannula, possibly on the front (downstream area), back (upstream 
area) or side of the cannula. Preferably, the side port is located adjacent the distal 
end of the cannula, for example above a suture flange thereon. More preferably, 
the side port extends diagonally from the outer surface to fecilitate directing the 
filter device towards the distal end of the cannula. A passage extends from the 
side port to the lumen in the cannula, or alternatively, may extend distally from the 
side port along a wall of the cannula to an outlet on or adjacent the distal end of 
the cannula. The side port may include a hemostatic valve across the passage to 
provide a fluid-tight seal, yet allow a modular filter cartridge to be received in and 
1 5 removed from the side port. 

An expandable filter device for use with embodiments of the present 
invemion generally includes a semi-rigid shaft having a handle on its proximal end 
and an expansion frame on its distal end. Filter mesh is attached to the expansion 
frame to provide an expandable filter capable of assuming enlarged and contracted 
20 conditions. 

The expansion frame for the expandable filter may be self-expanding upon 
deployment, or may be controlled from the handle on the proximal end of the 
shaft. For example, the expansion frame may be formed from a superelastic or 
shape memory material, such as a Nitinol ring, that opens automatically when 
deployed. Preferably, the ring mcludes kinks where the ring is attached to tiie 
shaft, biasing the ring against the wall of a vessel, and maximizing the cross- 
section of tiie vessel intersected by die filter. Thus, once deployed, Uie ring 
automatically expands across the vessel, opening tiie filter, such as a substantially 
conical mesh, to capnire embolic material in tiie vessel. 

Alternatively, tiie expansion frame may include an annular inflation seal, 
such as a silicon balloon, tiiat may be filled witii fluid to open the mesh across tiie 
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vessel into which the device is deployed. In this embodiment, the shaft may 
include an inflauon lumen extending between the proximal and distal ends thereof 
for injecting and removing fluid. 

The expansion frame may also be mechanically operated, such as by a 
5 guide wire and/or a spring comiected to the expansion frame, generally controlled 
ftom the handle on the proximal end of the shaft. For example, the expansion 
frame may include a plurality of struts that may be biased to the contracted 
condition, possibly using a shape memory material or a spring. A ring attached to 
the struts may be directed axially to expand and contract the struts respectively 
1 0 between the enlarged and contracted conditions. 

In addition, the cannula with modular filter device also includes a mbular 
cartridge into which the expandable filter device may be inserted. GeneraUy. the 
cartridge is a tobular member providing a hemostatic seal between the shaft on the 
filter device and the side port on the camiula. or the cartridge may include a 
hemostatic valve to provide a fluid-tight seal between the cartridge and the filter 
device inserted therein. The cartridge generally has a shape similar to the side 
port, as weU as the shaft on the filter device. Preferably, these components have 
similar cross-sections, such as a substantially square or rectangular shape, that 
limit the arterial cannula with modular filter device to a predetermined assembled 
20 orientation that ensures tiiat the filter device is deployed across tiie vessel when 
deployed. The disul end of the shaft on the expandable filter device is generally 
inserted into the cartridge, such tiiat the expansion frame and mesh are 
substantially contained witiiin the cartridge, thereby providing a modular filter 
cartridge. 

25 The modularity provided by the cartridge, combined with the side port on 

the cannula, is an important featore of the present invention. During use, the 
cannula may be mtroduced into a blood vessel, such as the aorta, using 
conventional procedures, a modular filter cartridge generally being provided in the 
side port prior to introduction of the cannula. Once the distal end of tiie cannula is 

30 in position witiiin tiie vessel and Uie cannula is secured to die patient, the filter 
device may be deployed into die vessel. The shaft of the filter device is directed 
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distally, causing the expandable filter on the distal end of the shaft to pass through 
the passage, through the lumen in the cannula and exit the distal end of the cannula 
into the vessel. The expansion frame may then expand automatically as it enters 
the vessel, or it may be expanded mechanically to its enlarged condition, opening 
5 the filter mesh substantially across the vessel and capnirmg any embolic material 
traveling therethrough. At any time, the expansion frame may be closed to its 
contracted condition, either automatically by withdrawing the expandable filter, or 
by mechanically closing it as described above, entrapping any embolic material 
captured by the mesh. The expandable filter may be returned into the cartridge by 
10 pulling the shaft proximally, and the modular filter cartridge may then be removed 
from the side port if desired. A new modular filter cartridge may be inserted into 
the side port, and a new filter may then be introduced into the vessel. 

The ability to replace the filter at any time during a procedure is 
particularly useful in cardiac surgery. For example, the cannula and filter may be 
deployed as described above within the aorta. The aorta may then be clamped in 
preparation for a bypass procedure, possibly dislodging embolic material fi-om the 
wall of the aorta and traveling downstream. With the filter deployed, however, 
embolic material released during this action may easily be capnired by the filter 
device. Once the aorta is clamped, the risk of embolic material breaking loose is 
substantially reduced, and so the filter may be removed without substantial concern 
about embolic material escaping to other areas of the patient. 

Later in the surgery, a new filter may be introduced into the aorta when the 
risk of embolic material becoming dislodged is again increased, as for example 
when the aorta is undamped. Because a new filter may be deployed, any embolic 
material that is dislodged has a much greater likelihood of being capnired by the 
filter without substantially impairing blood flow through the vessel. Thus, a 
cannula with modular filter device in accordance with the present invention may 
more effectively capnire and remove embolic material released during extended 
procedures, such as coronary bypass surgery. 

Accordingly, a principal object of the present invention is to provide a 
modular blood filter device and delivery system that allows the filter to be 
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decoupled from the delivery system when not needed, and that allows a new filter 
to be introduced to more effectively capture embolic material within the vessel, 
such as during an extended surgical procedure. 

It is also an object of the present invention to provide an arterial cannula 
with modular filter device that substantially minimizes the likelihood of the blood 
filter becoming clogged and ineffective during use. 

Additional objects and features of the present invention will become 
apparent from consideration of the foUowing description taken in conjunction with 
the accompanying drawings. 
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ppTCC nPgrPtPnON O^' THF DRAWINGS 
HG. 1 is a side view of an embodiment of an arterial cannula receivmg a 

modular filter cartridge therein. 

FIG. 2 is a partially cut-away side view of the arterial cannula of HG. 1 
with the modular filter cartridge received therein, showing the filter partially 
deployed. 

HG. 3 is another partially cut-away side view of another preferred 
embodiment of an arterial caraiula with the modular filter cartridge received 
therein, showing an alternative arrangement of the deployed filter. 

HGS. 4 and 5 are side views of the distal end of an arterial cannula in 
accordance with the present invention introduced into a blood vessel, showing the 
side port located on the back and on the front, respectively, of the caraiula. 

HG. 6 is a perspective view of a disul portion of an arterial cannula from a 
generally upstream posUion. showing a conical filter device fully deployed. 
25 HG. 7 is a perspective view of the distal end of the arterial cannula of HG. 

6 from a generally downstream position. 

HG. 8 is a back view of an embodiment of an expandable filter device in 

accordance with the present invemion. 

HG. 9 is a side view of the expandable filter device of HG. 8. 
30 HG. 10 is a cross-section of a support strut taken along line 10-10 of FIG. 

9, including an inflation seal for engaging the wall of a vessel when the expandable 
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filter device is deployed. 

FIG. II is a cross-section of an alternative embodiment of a support strut 
taken along line 10-10 of HG. 9, including a self-expandiiig foam for engaging 
the wall of a vessel. 

FIGS. 12 and 13 are side views of alternative embodiments of expansion 
frames for use in an expandable filter device in accordance with the present 
invention. 

FIG. 14 is a side view of a spring-activated expansion frame for an 
expandable filter device in accordance with the present invention. 

HG. 15 is a side view of an embodiment of an expansion frame having 
"sausage" struts and an inflation seal. 

HQS. 16 and 17 are perspective views of the distal portion of a cannula 
with modular filter device in accordance with the present invention, with the 
e^qpandable filter device deployed. 
15 HG. 1 8 is a perspective view of a distal portion of ian arterial cannula with 

modular filter device, showing the modular filter cartridge after being received in 
the arterial cannula. 

HG. 19 is a perspective view of a distal ponion of the arterial cannula with 
modular filter device of HG. 18, prior to the modular filter cartridge being 
20 received in the arterial cannula. 



DETAILED DESCRIPTTON OF THF. INVFNTTnN 
Turning now to the drawings, HGS. 1-5 and 16-19 show embodiments of 
an arterial cannula with modular filter device 10 in accordance with the present 
invention. As shown in HGS. 18 and 19, the device 10 generally includes tiiree 
components, namely a cannula 20. a tubular cartridge 42 and an expandable filter 
device 60, the latter two components together defining a modular filter cartridge 
40. 

The cannula 20 is an elongate tabular member 22, having a proximal end 
(not shown), a distal end 24. and a lumen 26 which extends between the proximal 
and distal ends 24. The proximal end is adapted for receiving blood from a 
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bypass-oxygenator machine (not shown). The distal end 24 has a tapered, curved 
and/or rounded end adapted to enter an artery (not shown), and includes an outlet 
28 conununicating with the lumen 26. The cannula 20 may be fonned from a 
substantially rigid material. 
5 The cannula 20 includes a side port 32 for receiving the modular filter 

cartridge 40. The side port 32 may be attached to or integrally formed on the 
cannula 20. possibly on the front (downstream area), back (upstream area) or side 
of the camrnla, as shown, for example, in FIGS. 4 and 5. Preferably, the side port 
32 is located adjacent the distal end 24 of the cannula 20 above a suture flange 30 
10 thereon, and extends diagonally from the cannula 20. A passage 34 extends from 
the side port 32 to the lumen 26 in the camrnla 20. as shown in HG. 2. 
Alternatively, the passage 34 may communicate with the lumen 26 of the cannula 
20. and the distal end 24 of the cannula 20 may include a separate filter outlet 29. 
as shown in FIG. 3. or the passage 34 may be isolated from the lumen 26 and 
15 extend distally from the side port 32 along a wall of the cannula 20 to a filter outiet 
(not shown) on or adjacent the distal end 24 of the cannula 20. Preferably, the 
side port 32 also has a predetermined cross-sectional configuration corresponding 
to the modular filter cartridge 40. as explained below. Optionally, the side port 32 
may include a hemostatic valve (not shown) across the passage 34, providing a 
20 fluid-tight seal that prevents fluid flow out of the passage 34 from the lumen 26 of 
the cannula 20, yet allows the modular filter cartridge 40 to be received in and 
removed from the side port 32. 

The tobular cartridge 42 is generally an elongate wbular member having a 
proximal end 44, a distel end 46 and a channel (not shown) for receiving the filter 
25 device 60. The cartridge 42 feciUtates the modular namre of the device 10. 

providing a hemostatic seal between the filter device 60 and the side port 32 on the 
cannula 20. The cartridge 42 may have an outer wall 48 shaped similarly to the 
passage 34 in the side port 32 as shown in HGS. 18 and 19. thereby providing a 
fluid-tight seal when the modular filter cartridge 40 is received in the side port 32. 
30 The channel in the cartridge 42 may also have a shape similar to the filter device 
60 to provide a fluid-tight seal between the cartridge 42 and die filter device 60. 



W09S/49952 PCTAJS98/08862 



Alternatively, a hemostatic valve (not shown) may be provided across the channel, 
for example at the proximal end 44 of the cartridge 42 to provide a fluid-tight 
seal, yet allow the filter device 60 to be slidably received in and possibly removed 
from the cartridge 42. Preferably, the cartridge 42 is provided from molded 
5 plastic materials that provide a hemostatic seal when the outer wall 48 of the 

cartridge 42 slidably engages the passage 34 in die side port 32, and when the shaft 
62 of the filter device 60 slidably engages the channel in the cartridge 42. 

Referring to FIGS. 16-19. the expandable filter device 60 generally 
includes a shaft 62, a handle 68 and an expandable filter 70. The shaft 62 is 
1 0 generally an elongate member, having the handle 68 on its proximal end 64 and 
the expandable filter 70 on its distal end 66. Optionally, the shaft 62 may inchide 
a passage 65, such as for an inflation lumen or a mechanical control apparatus for 
tiie expandable filter 70, extending between the proximal end 64 and tiie distal end 
(not shown). The shaft 62 may be provided from a resUient semi-rigid material 
1 5 that is biased to a particular shape, for example to remain substantially straight, 
but is sufficiently flexible to follow the contour of the passage 34 and/or die lumen 
26 in the cannula 20. Exemplary materials include plastic or metal. Generally, 
tiie shaft 62 may have a cross-section corresponding to die channel in die cartridge 
42, tiiereby providing a hemostatic seal diat prevents flow of fluid through the 
20 channel, altiiough alternatively, the cartridge 42 may include a separate seal as 
described above, or die shaft 62 may include a seal (not shown). 

Preferably, die cross-sections of the side port 32, tiie cartridge 42 and die 
shaft 62 have a substantially square, rectangular or odier similar shape. The 
corresponding shape preferably limits die device 10 to being assembled in a single 
25 orientation. This may be particularly important to ensure tiiat die expandable filter 
70 is deployed within a blood vessel such Uiat it intersects the vessel, and 
substantially engages die wall of die vessel to effectively capwre embolic material. 
The side port 32 also helps orient the surgeon using die device 10 witii respect to 
die vessel. For example, widi die side port 32 on die side of die cannula 20 as 
30 shown in HGS. 16 and 17, the surgeon may oriem die side port 32 perpendicular 
to die vessel to ensure diat the ouflet is directed downstream and that die filter is 
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oriented for proper deployment. 

Turning now to HGS. 8 and 9, an embodiment of an expandable filter 70 is 
shown that may be provided on or near the distal end 66 of the shaft 62. The 
expandable filter 70 generaUy includes an expansion frame 72 capable of assuming 
5 enlarged and contracted conditions, and filter mesh 80. Preferably, the expansion 
frame 72 includes a plurality of struts 74 that may be expanded and contracted to 
define respectively the enlarged and contracted conditions. Filter mesh 80 is 
attached to the struts 74. 75 of the expansion frame 72. For a complete 
explanation of the design and construction of a filter mesh for use in accordance 
10 with the present invention, the reader is referred to Barbut et al.. U.S. Application 
Serial No. 08/553.137, filed November 7. 1995. Barbut ct al.. U.S. AppUcation 
Serial No. 08/580,223. filed December 28. 1995, Bariwit et al., U.S. AppUcation 
Serial No. 08/584.759. filed January 9, 1996, Baibut et al.. U.S. Application Serial 
No. 08/640,015. filed April 30, 1996, Barbut et al. U.S. Application Serial No. 
1 5 08/645,762. filed May 14, 1996. and U.S. Application Serial No. 08/852,867, filed 
April 1 6, 1 997. The disclosure of these references and any others cited herein are 
expressly incorporated herein by reference. 

In the preferred embodimem of HGS. 8 and 9, the struts 74, 75 may open 
automatically into a substantially hemispherical shape when deployed, for 
20 example, by providing them from plastic, spring stainless steel, or a superclastic 
and/or shape memory material, such as Nitinol, that is biased to expand to define 
the hemispherical shape. Stabilizers 76 may be provided to stabilize the expansion 
frame 72, or may be omitted if the bias of the struts 74, 75 provides sufficient 
subility. In addition, the struts 74. 75 may be attached to the shaft 62 using 
25 hinged joints to facilitate expanding and contracting the expansion frame 72. 

The open end struts 75 may also include seals for engaging the wall of a 
blood vessel to substantially minimize embolic material traveUng around the 
periphery of the deployed expandable filter 70. For example, as shown in HG. 
10, the struts 75 may include a silicone or urethane balloon 76 attached along their 
30 length that may be inflated from a lumen (not shown) extending between the struts 
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75 and the shaft 62. The ballcx>n 76 may also be used to expand the expansion 
frame 72 to its enlarged condition if the struts 74, 75 are unbiased or are biased to 
the contracted condition. Alternatively, as shown in FIG. 11, the struts 75 may 
include a self-expanding foam 82, such as silicone, that will expand when the 
expandable filter 70 is deployed to substantially engage the wall of the vessel. 

Alternatively, as shown in FIG. 3, the struts 74 may have an umbrella-like 
configuration, which may be particularly useful when the expandable filter 70 is 
deployed out a filter outlet 29 on the back (upstream side) of the cannula 20. The 
stmts 74 may be biased to expand to the enlarged condition. To remove the 
expandable filter 70, the shaft 62 may be pulled proximally, closing the struts 74 
as they enter the filter outlet 29. 

In another preferred embodiment, such as that shown m FIGS. 6 and 7, the 
expansion frame 72 is a self-expanding ring 73 formed from spring stainless steel 
or a superelastic and/or shape memory material, such as Nitinol. The ring 73 may 
be compressed for insertion into the cartridge 42, but, because of the shape 
memory of the material, it is biased to open automatically into an annular shape 
when the expandable filter 70 is deployed. Preferably, the ring 73 also includes a 
kink 75 adjacent the distal end 66 of the shaft 62 to bias the ring 73 against the 
wall of the vessel, and maximize the cross-section of the vessel intersected by the 
expandable filter 70. Without the kink 75, the ring may deform slightly, creating 
an imperfect circular cross-section that may allow embolic material to escape 
around the periphery of the deployed expandable filter 70. The filter mesh 80 
attached to the ring 75 preferably has a substantially conical shape, such that when 
the ring 75 expands across the vessel, the mesh 80 is pulled open downstream by 
blood fiow in the vessel to capnire any embolic material traveling through the 
vessel. 

Alternatively, as shown in HG. 15, the expansion frame 72 may include a 
ring 75 having a "sausage" configuration, that is, having hinges or dimples on 
several locations around the ring 75, allowing the ring 75 to enlarge and contract 
more easily, and conform tightly to vessel lumen topography. Preferably, this 
embodiment also includes a balloon 84 attached around the periphery of the ring 
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75 to guide the ring 75 to assume a substantiaUy round configuration when the 

balloon 82 is inflated. 

In still another preferred embodiment, a mcchanicaUy-operated expansion 
frame 72 may be provided. For example, the expansion frame 72 of HGS. 12 and 
5 13 includes a ring 78 to which one end 74a. 75a of the stmts 74. 75 are attached. 
The ring 78 may be slidable axially in relation to the shaft 62, for example by use 
of a control wire or sleeve (not shown) to expand and contract the struts 74, 75. 
Alternatively, the ring 78 may be twisted radiaUy to open and/or close the struts 
74, 75. 

10 As shown in HG. 14, a spring 79 may be provided between the ends 74a. 

75a, 74b, 75b of the struts 74, 75. The spring 79 may be compressed by use of a 
control wire or like apparanis (not shown) to expand the struts 74, 75 to the 
enlarged condition. When the filter 70 is to be removed, the spring 79 biases the 
expansion frame 72 to compress the struts 74, 75 to the contracted condition, 

15 entrapping embolic material in the mesh 80. 

Alternatively, the open end strats 75 may themselves be provided from 
compressed springs (not shown), thus biasing tiicm to the contracted condition. 
Such struts may conform more easily to the shape of the wall of the vessel Uian 
solid struts. 

20 Generally, as shown in FIG. 19, the cannula 20 and the modular filter 

device 40 are furnished separately, although alternatively, the device 10 may be 
provided preassembled as in HG. 18. The cartridge 42 and filter device 60, 
however, are generally preassembled. thereby providing the modular filter 
cartridge 40. This is accomplished by compressing the expandable filler (not 
25 shown) and directing the distal end (not shown) of tiie shaft 62 into the channel 
(not shovm) in the cartridge 42. such that the expansion frame and mesh (not 
shown) are substantially contamed within the cartridge 42. 

Prior to use, the modular filter cartridge 40 may be inserted into the side 
port 32 of tiie cannula 20, as shown in HG. 18. The distal end 24 of the cannula 
30 20 may then be introduced into a blood vessel 100, such as the aorta, using 
conventional procedures, as illustrated in HGS. 4 and 5, allowing blood to be 
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carried into the vessel 100 from the lumen 26. Once the distal end 24 of the 
cannula 20 is in position within the vessel 100 and the cannula 20 is secured to the 
patient, such as using the suture flange 30, the expandable filter may be deployed 
into the vessel, as shown in FIGS. 16 and 17. 
5 As shown in HGS. 2 and 3, the shaft 62 of the filter device 60 may be 

dttccted distally to deploy the expandable filter 70 on its distal end 66. This 
causes the expandable filter 70 to pass through the passage 34, through the lumen 
26 in the cannula 20 and to exit the distal end 24 of the cannula 20 either through 
the ouUet 28 (FIG. 2) or the filter ouUet 29 (HG. 3), into the vessel (not shown in 
10 FIGS. 2 and 3). The expansion frame 72 may open automatically, or may be 
mechanically expanded to its enlarged condition, thereby opening the filter mesh 
80 substantially across the vessel and capniring any embolic material travelmg 
therethrough. At any time, the expansion fiame 72 nay be closed to its contracted 
condition, entrapping any embolic material capmred by the mesh 80, and the 
15 expandable filter 70 withdrawn by pulling proximally on the shaft 62. The 
expandable filter 70 may be remmed into the cartridge 42, which may then be 
removed from the side port 32. A new modular filter cartridge 40 may be inserted 
into the side port 32 at any time thereafter, allowing a new expairfable filter 70 to 
be introduced into the vessel, as desired during a surgical procedure. 
20 The modular filter device and delivery system in accordance with the 

presem invention is particularly usefiil in cardiac surgery. A cannula with modular 
filter as described above may be deployed within the aorta, for example, upstream 
of the carotid arteries. The aorta may be clamped upstream of the cannula with 
modular filter in preparation for a bypass procedure. This clamping generally 
25 substantially increases the risk of embolic deposits breaking loose from the wall of 
the aorta and traveling downstream. With the filter deployed, however, embolic 
material dislodged during this action may be captured by the filter device. Once 
the aorta is clamped, the risk of fiuther embolic material being dislodged may be 
substantially reduced, and so the filter may be removed without substantial concern 
30 about embolic material escaping and possibly injuring the patient. 

Later in the surgery, a new filter device may be introduced through the 
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cannula into the aorta prior to any action which may substantially increase the risk 
of further embolic material breaking loose, such as when the aorta is undamped. 
Because a new filter may be deployed, any embolic material that is dislodged may 
be capiuied more effectively, as opposed to a filter which must remain in the aoru 
5 throughout the procedure which may become clogged and impair blood flow 

through the vessel. 

Similarly, the cannula with modular filter may be used to capmre embolic 
material when balloon occlusion is used instead of clamping to close the aorta in 
bypass procedures. In this procedure, the occhision baUoon may be provided on 

10 the same cannula providing the modular filter. Alternatively, a catheter may be 
introduced into the aorta upstream of the bypass cannula, possfcly through a 
cardioplegic cannula. A filter may be deployed prior to Inflation of the occlusion 
balloon, thereby capturing any embolic material released by the balloon as it 
engages the walls of the aorta. This procedure may be slightly disfavored. 

15 however, since it may reduce the work space available for the bypass cannula and 

modular filter device. 

An important feature of the present invention is that the filter may be 
placed immediately downstream of the location which is likely to generate emboli 
within the bloodstream, such as within the aorta. In addition, a filter device in 
20 accordance with the present may more effectively capture embolic material. 

because the expansion frame in the enlarged subsuntially engages the wall of the 
vessel extending the mesh across the vessel, and because the expansion frame may 
be closed before removal, entrapping the capttired material. Thus, tiie arterial 
cannula with modular filter device in accordance with the present invention may 
25 more effectively capmre and remove embolic material released during extended 
procedures, such as coronary bypass surgery, without clogging the filter and 
impairing blood flow through the vessel. 

In some cases, it may desirable to provide the filter upstream of the cannula 
outlet through a separate filter outiet. as shown in HG. 3. For example, this 
30 embodiment eliminates filtering the bypass blood which may accelerate clogging of 
tiie filter. It also may allow a variety of nozzle designs to be provided on the 
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cannula, without concern that tbe outlet may be partially obstructed by the shaft of 
the filter device, as may occur with filters deployed through the cannula outlet. 

While the invention is suscq)tible to various modifications, and alternative 
forms, specific examples thereof have been shown in the drawings and are herein 
described in detaU. It should be understood, however, that the invention is not to 
be limited to the particular forms or methods disclosed, but to the contrary, the 
invention is to cover all modifications, equivalents and alternatives falling within 
the spirit and scope of the appended claims. 
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What is claimed is: 

1. An arterial cannula capable of receiving a modular filter cartridge 
for capturing embolic material in a blood vessel, the arterial cannula comprising: 
a cannula having an outer surface, a distal end adapted to enter an 
5 artery, a proximal end adapted to receive blood from a bypass-oxygenator 

nuKduiie. and a lumen which extends from the proximal end to the distal end; and 

a port on the outer surface of the blood cannula for receiving a 
modular filter cartridge. 



10 



2. The arterial cannula of claim 1. wherein the port includes a passage 
communicating with the lumen of the cannula. 



3. The arterial cannula of claim 1. wherein the port mcludes a passage 
extending distally fn)m the port along the camiula to an outtet on the distal end of 

15 the cannula. 

4. The arterial cannula of claim 1 . wherein the port has a shape 
adapted to receive a modular filter cartridge in a predetennmed orientation. 

20 5 . The arterial cannula of claim 1 . wherein the port includes a 

hemostatic valve for sealing the filter port from backflow of fluid when a modular 
filter cartridge is received in and removed from the port. 

6. A modular filter apparatus for insertion into an arterial cannula for 
25 filtering embolic material from a blood vessel into which the camiula is introduced, 
said modular filter apparatus comprising: 

a shaft having a proximal end and a distal end; 
an expansion frame mounted on the distal end of the shaft which is 
expandable between a contracted and enlarged condition; and 
30 a filter mesh attached to the expansion frame for capmring embolic 

material. 
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wherein the modular filter is removably insertable into an anerial 

cannula. 

7. The modular filter apparatus of claim 6 further comprising a tubular 
cartridge for receiving the distal end of the filter shaft and protecting the expansion 
frame and mesh thereon, the cartridge being removably insertable into an arterial 
cannula. 



8. The modular filter apparattjs of claim 7, wherein the tubular 
cartridge provides a hemostatic seal between the filter shaft and an arterial cannula 
into which the cartridge may be inserted. 

9. An arterial cannula with modular filter, comprising: 

a cannula having an outer surface, a distal end adapted to enter an 
artery, a proximal end adapted to receive blood from a bypass-oxygenator 
machine, and a lumen which extends from the proximal end to the disUl end; 

a port on the outer surface of the cannula, and having a passage 
therein extending distally into the cannula; and 

a modular filter cartridge removably insertable into the port. 

10. The arterial cannula of claim 9, wherein the modular filter cartridge 
comprises an expandable filter removably insertable through the passage when the 
cartridge is received in the port. 

11. The arterial cannula of claim 10, wherein the modular filter 
cartridge provides a hemostatic seal between the expandable filter and the port. 

12. The arterial cannula of claim 9, wherein the modular filter cartridge 
comprises: 

a shaft having a proximal end and a distal end; 

an expansion frame mounted on the distal end of the shaft which is 
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expandable between a contracted and enlarged condition; and 
a filter mesh attached to the expansion frame. 

13. The arterial cannula of claun 9. wherein the passage in the fdter 
5 port communicates with the lumen in the cannula. 

14. The arterial cannula of claim 12, wherein the expansion frame 
comprises a substantially circular belt of self-expanding material. 



10 



15 



15. The arterial cannula of claim 14, wherein the self-cxpandtog 
material is sfmng stainless steel. 

16. The arterial cannula of claim 14, wherein the self-expanding 
material is Nitinol. 



m 



17. A mediod of temporarily filtering embolic material from the blood 
I a blood vessel, said method comprising the steps of: 

providing a cannula having a distal end adapted to enter an artery, a 
proximal end adapted to receive blood from a bypass-oxygenator machme. a 
20 lumen which extends from the proximal end to the distal end. and a port for 

receiving a modular filter; 

providing a modular filter having an expandable fdter therein, the 
expandable filter capable of assuming enlarged and contracted conditions; 

introducing the distal end of the cannula into a blood vessel; 
25 inserting the modular filter into die port on die cannula; 

advancing the expandable filter through the cannula into the blood 

vessel; 

deploying the expandable fdter wiUiin die vessel; and 
removing die expandable filter from the vessel, 
30 wherein embolic material is generated and filtered before die 

expandable fdter is removed from die vessel. 
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18. The method of claim 14, conq)rising the additional step of removing 
the modular filter from the port. 

19. The method of claim 15, comprising the additional step of inserting 
a second modular filter into the port of the cannula after the step of removing the 
modular filter. 



wo 98/49952 



1/11 



PCTn]S98/08862 




SUBSTITUTE SHEET (RULE 25) 



wo 98/49952 



PCTAJS98«8W2 



2/11 




SUBSTITUTE SHEET (RULE 26) 



PCTA)S98/08862 

WO 98/49952 

3/11 




70 



suBSTmrre sheet (rule 26) 




SUBSnrUTE sheet (rule 26) 



wo 98/49952 



PCT/US98m8862 




Fig. 9 Fig. 10 Fig II 

SUBSTrrUTE SHEET (RULE 26) 



wo 98/49952 



PCTA)S98An862 



6/11 




SUBSTITUTE SHEET (RULE 26) 



W09a/49952 



PCrAJS98rt«862 




FIG. 15 




SUBSTITUTE SHEET (RULE 26) 



wo 98/49952 



PCT/US98/08862 



9/11 




SUBSTITUTE SHEET (RULE 25) 



wo 98/49952 



PCT/US98/08862 




SUBSTITUTE SHEET (RULE 26) 



wo 98/49952 



PCTAJS9U08S62 



11/11 




SUBSTITUTE SHEET (RULE 26) 



INTERNATIONAL SEARCH REPORT 



Intenutional application No. 
PCT/US98/08862 



A. CLASSIFICATION OF SUBJECT MATTER 
1PC(6) :A61B 17/32 
US CL :606/200 

According to IntemaUonal Patent Classification (IPC) or to both national cUssification and IPC 



a FIELDS SEARCHED 



Minimum documentation searched (classtfication system followed by classirication symbols) 
U.5. : 606/200 



Documentation searched other than minimum documcntatmn lo the extent that such documenu are included in the fields searched 



Electronic daU base consulted during the international search (name of data base and, where practicable, search Urms used) 



C DOCUMENTS CONSIDERED TO BE RELEVANT 



Category* 



Citation of document, with indication, where appropriate, of the relevant passages 



Relevant to claim No. 



us 4,577,631 A (KREAMER) 25 March 1986, Figs. 1, 2 and 8-10. 



US 3,923,065 A (NOZICK et al) 02 December 1975, Fig. 1. 



1-19 



1-19 



□ 

Further documents are listed in the continuation of Box C. \ \ Sec patent family annex. 



SpccM c«c(priM of cittd do«tMiMiu: 'T* 

document dcruiiiit iht ttntfat Mac* of lh« an which it not comtdcrMi 
lo ^ of pMticttUr mImwca 

•vImt dtHMmmM puUtslMd oo or •ftor Ih* viteni»bon»l fdmg drt* 

docomMi wtridk may tlirww doubis on ptimixy clatm(t) or which » 
ciud to asubtidi Ih* pubNcatooB date of ancMhcr CHatton or other 
tpwHl TvaMm (a» apcciTiad) 'Y* 

doetiacnt rcfciring lo an oral diicloaur*. toe. uhtbttioo or other 
naaro 

document published prior to th* intcmatsonil Hlins data but later than • 



btar docuBant publithad afWr tha intacnational filtng di 
date and not in conflict with tha appKealion but citad t 
the prtncipla or ibacMy vttAafy'mg Iho iowcalion 



walorcMiooKbo 
MBCtti ia taken olona 

leal «r poriktilar ralavanca; the dainad invention 



documant mraibcr of the sen a patent family 



Dale of the actual completion of the international search 
16 JUNE 1998 


Date of mailing of the international search report 

/J 6 JUL 1998 


Name and mailine address of the ISA/US 
Commissioner of Patenu and Tfademarki 
Box FCT 

Washington. D.C 20231 • ^ 

Facsimtie No. (703) 305-3230 y 


VIKKI TRINH 
Telephone No. (703) 308-8238 



Form PCT/ISA/210 (second sheet)(iuly 1992)* 



This Page Blank (uspto) 



